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The detail of the product(s), descriptions or specifications (for example weight, color, size, etc.) are only approximate values based upon a 
“standard model” of the representative product(s)/feature(s). There may be slight variations in the actual product design, dimensions, and 
functionality as compared to the information shown on our website and/or any supplementary product documentation, including but not 
limited to product brochures and spec sheets. ™

Specifications
Length Width Height

Overall Machine 
Dimensions

44 ½” (1130 mm) 41 ¾” (1053 mm) 73” (1854 mm)

Minimum Package 
Dimensions

6” (152 mm) 3 ½” (89 mm) 3 ½” (89 mm)

Maximum Package 
Dimensions

∞ 20” (508 mm) 24” (610 mm)

Conveyor Height 24” - 30” (610 mm - 762 mm)

Belt Speed Up to 82 FPM (.42 Meters/Sec)

Shipping Weight 560 lbs (254 kg)

Electrical Requirements 110 Volts, 1PH, 60 Hz

901 W. Lake St. Melrose Park, IL 60160 | BestPackaging.com | 888-930-BEST

Certified Refurbished Interpack® USA 2024-SB

The USA 2024-SB is a uniform semi-automatic case sealer. This is an adjustable, operator-fed machine 
that processes same-size RSC boxes. This case sealer features premium side belt drives, processing a 
wider range of cases with a belt speed of 82 FPM. By incorporating standard multi-wheel top squeezers, 
the major flaps are compressed before taping, offering a clean-looking, uniform finish.

It is equipped with Interpack’s top-of-the-line tape head, which was designed for fast changeover 
and easy cleaning. The top tape head tips up to simplify roll replacement. The upper tape and mast is 
adjusted using a slide and lock mechanism. The selectable floating upper head processes mild overfills. 
The upper head rests on dual columns for maximum stability. By offsetting the upper and lower taping 
heads, the USA 2024-SB can process cases as low as 3 ½”.

The self-tensioning, self-tracking dual side belts can be replaced in just a few simple steps. The side 
belts capture the case between two moving moving belts, reducing the force on the case. The belts are 
driven by twin 1/3 HP drive motors capable of 24/7 operation. 

Slide & lock height adjustment

Multi-wheel top squeezers

Start & E-Stop controls

Hand crank width adjustment
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Since 1997, we have been consulting, designing and implementing packaging 
solutions to offer the best for your operations. We represent a variety of equipment 
manufacturers, so as to ensure we’re matching the right solution for your packaging 
needs. We only align ourselves with quality brands to make sure we are delivering the 
best value. It is our goal to provide the highest quality service to make your job easier 
and more productive.

Over 150 years of industrial experience, 
collectively.

We represent multiple brands and our 
analysis is unbiased. We can match the 
best systems with your needs based on 
the versatility of the job.

With preventative maintenance, operator 
training, and 24/7 support, we’re with you 
every step of the way!

Steve Kudia, Owner of Best Packaging, 
serves on the ASTM committee. As part 
of a prestigious worldwide network of 
technical experts, he aims to make sure 
processes stay efficient by monitoring 
trends and educating customers on how 
they can improve their performance.

Equipment We Sell & Service
     Stretch Wrappers
     Shrink Wrappers
     Tray and Case Loaders
     Tray & Case Erectors
     Corrugated Case Formers
     Conveyors
     Palletizers

Robotics
     Strappers & Banders 
     Much, much more!

@BestPackagingInc

@Best_Packaging

/Best-Packaging-Inc


